
DO NOT REMOVE GAGE 
UNTIL YOU HAVE READ ALL 
INSTRUCTIONS CAREFULLY 


'NEEDLE 

HOLE 


AN ACCURATE MEASURING 
DEVICE PERMANENTLY 
ATTACHED to your MACH IN E 


DETACH ALONG 


Sew Straight Seams . . . 


Save Hours of Basting Time 





TRADE MARK 


SEAN GAGE 


• Guides seams straight in accurate widths 
from to 1 !4"—even around corners and 
curves. 

• Eliminates most basting. 

• Once on—stays on. Nothing to set or adjust. 

• Saves time, effort and material. 

Attached Product Copyright 1952 
By H. S. Overman, Dahlgren, Va, 

PERFORATED LINE 


HOW TO APPLY YOUR SEAM-RITE GAGE 



FIG. A 



1. Fold back seam Gage but DO NOT DETACH. 

2. Remove "backing" on Gage (just like a Band-Aid). 

3. Punch out perforated section under Gage. 

4. Place card on machine with Gage to the right of needle, 
then run needle through needle hole, keeping needle in 
down position. See Fig. A. 

5. Line up card evenly, keeping lower edge parallel with edge 
of machine. Lower pressure foot to hold card firmly in 
place, then carefully press Gage onto machine. See Fig. B. 

6. Raise needle, remove Black Dot which holds Gage to card 
and then remove card. 

7. Press Gage firmly in place, using thumb nail on edges to 
insure strong adhesion. 

8. Cut through Gage with sharp razor blade where Gage 
overlaps shuttlecase cover or attachment holes. See Fig. 
C. Use thumb nail to press down edges firmly. 


SEE REVERSE SIDE 




















HOW TO USE YOUR SEAM-RITE GAGE 
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FIG. F. 


The Gage is now ready for use. VERTICAL (|) and HORI¬ 
ZONTAL (—) distances from NEEDLE can be measured EX¬ 
ACTLY by Gage markings (see Fig. D). Because most pat¬ 
terns specify Vs inch seam allowance, a RED DASHED LINE 
at this distance from needle is marked on your Gage. The 
distance from needle to nearest edge of the Gage is Vi inch. 
Each COLORED STRIP is an additional Vi inch. The small 
WHITE squares at each end of the colored strips measure Vs 
inch. By using the left edge of each colored strip or the left 
side of the small white squares as a guide for your fabric, you 
can sew straight seams in widths of Vi, Vs, Vi, Vs, 3 /i, Vs, or 1 
inch. And, by using the right edge of the Gage farthest from 
the needle, you can sew seams as wide as 1 Vi" (See Fig. E). 
Remember—once you decide what seam width you want—let 
the COLOR be you guide. Watch e$ge of strip—NOT the 
needle! 

Using the vertical (|) measurements, you may start or stop 
seams at the proper distance from the edge of fabric (See 
Fig. F). You can even turn right angle corners in any desired 
distance (Vi to 1") from the edge of the fabric. Just keep 
needle down—lift pressure foot and turn fabric through right 
angle — then lower pressure foot and continue seam. For 
curved seams, simply keep edge of material turning at ap¬ 
proximate midpoint of edge of correct strip. 

Copyright 1951 by The Sew-Rite Corp., King Geo., Va. 





























































